Predicted $L_{Aeq}$ 16-hour Noise Levels (dB)

- LOAEL Threshold ($L_{Aeq} \leq 52$ dB)
- Lower Portion between LOAEL & SOAEL ($52$ dB < $L_{Aeq}$ < $58$ dB)
- Upper Portion between LOAEL & SOAEL ($58$ dB ≤ $L_{Aeq}$ < $63$ dB)
- Above SOAEL ($L_{Aeq}$ > $63$ dB)

Assessment criteria colouring applicable within site boundary.
Outside of the site boundary, colours are for information only.

Please see Table 9.11

LEGEND

- Application Site

<table>
<thead>
<tr>
<th>REV.</th>
<th>DESCRIPTION</th>
<th>APP. DATE</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>Initial Issue</td>
<td>17/10/2018</td>
</tr>
<tr>
<td>2</td>
<td>Adjusted Table Reference</td>
<td>07/03/2019</td>
</tr>
<tr>
<td>3</td>
<td>Following review</td>
<td>01/03/2019</td>
</tr>
</tbody>
</table>

This drawing contains Ordnance Survey material by permission of Ordnance Survey on behalf of the Controller of Her Majesty’s Stationery Office © Crown Copyright 2019.

© LDA Design Consulting LLP. Quality Assured to BS EN ISO 9001:2008